
Features Include: Heavy duty stump jumper bar
Category 1 hitch pin
Shear pin standard on 42”, 48”, 60”, &  66”
Slip clutch standard on 72” &  84”
Solid rubber tire with one bolt adjustment

84” MODEL
HAS 2 TAIL WHEEL ASSEMBLIES

3 point hitch
Heavy Duty Deck
Ideal for:
long grass, weeds, corn stocks,
stubble and small brush.
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LIFT TYPE CUTTERS
  RUGGED   -   DURABLE   -   DEPENDABLE

CUTTING WIDTH                      116”                                           CUTTING WIDTH                     93”                                                

TRANSPORT WIDTH                  122”                                           TRANSPORT WIDTH                98”                                                

TYPE HITCH                              Cat I or Cat II                             TYPE HITCH                             Cat I or Cat II                                 

CUTTING HEIGHT                     2” to 8”                                      CUTTING HEIGHT                    2” to 8”                                          

CUTTING CAPACITY                  2” Dia. Material                           CUTTING CAPACITY                1-1/2” Dia. Material                         

DECK THICKNESS                     3/16” or 7 ga. Steel                     DECK THICKNESS                    10 ga Steel                                     

SIDE BANDS                             HD 8” Channel                            SIDE BANDS                            HD 7” Channel                                

RECOMMENDED MIN. hp            52 hp                                         RECOMMENDED MIN. hp           38 hp                                             

PTO DRIVE SHAFT                    Series 5 w/slip clutch                   PTO DRIVE SHAFT                   Series 5 w/slip clutch                       

CENTER DRIVE SHAFTS            Shock coupler Protection              CENTER DRIVE SHAFTS           Shock coupler Protection                  

STUMP JUMPER                         5/8” Thick, Round                        STUMP JUMPER                       5/8” Flat, Round                              

GEAR BOXES                             100 HP Center, 80 HP Outboard    GEAR BOXES                            100 HP Center, 45 HP Outboard        

WHEELS                                    Laminated                                   WHEELS                                   Laminated Dual Tailwheels               

HUB                                           Ball Bearing                                HUB                                         Bearing                                          

Front & Rear CHAIN GUARD     Optional                                      Front & Rear CHAIN GUARD    Optional                                         

WEIGHT                                    1480 lbs.                                    WEIGHT                                   1125 lbs                                                              

10’ SPECIFICATIONS 8’
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72” Rotary Mower
with Hydraulic Motor,
Gear Box and Tail Wheel
* Also Available in 60”

 For cutting grass and brush up to 1” in diameter
 Direct Hydraulic Drive
 Chain guard included
 Unique floating hitch with universal skid steer Quick-Tach
 6’ Hydraulic Rotary Mower requires 17 – 23 gpm
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 Pendular mounting enables the
 cutter to follow the contour of
 the ground when control
 cylinder is in the float position.

 Système d'attache permettant à la débrous-
    sailleuse d'être en position flottante afin de
    suivre le contour des fossés.
 Mow ditches with down angle to 55.

 Fauche les fossés jusqu'à 55 d'angle.
 Transport arm  collapses to
 reduce stress to the arm, and
 also to stabilise the weight.
 La débroussailleuse se replie sur le bras
  outil pour une plus grande stabilité
    lors du transport.
 Main lift cylinder is equipped
 with a pilot to operated check
 valve to prevent the arm from
 drifting in the working position,

and also to retain arm safety in
the transport position.

 Le cylindre principal de relevage est doté d'une
   valve de retenue, qui empêche le bras outil de
    redescendre par lui-même, et aussi, garde le
    bras outil bien en place lors du transport.

Weight/Poids   900 lbs.                         Weight/Poids   705 lbs.                     

Capacity/Capacité   Max. 800 lbs.          Capacity/Capacité     Max. 480 lbs.    

Tractor Size Requirement Tractor Size Requirement
5’ cutter min. 60 hp 30 hp min. to 40 hp max.
6’ cutter min. 80 hp Minimum tractor weight – 3600 lbs.
                                                          Front counter-weights are required   
Modèle de Tracteur Requis Modèle de Tracteur Requis
5’ débroussailleuse min. 60 hp 30 hp min. à 40 hp max.
6’ débroussailleuse min. 80 hp Poids Minimum du tracteur– 3600 lbs.

Des pesées à l'avant sont requises
Largeur Maximun de coupe: 4’

Cuts @ 55 with cylinder extended Cuts @ 55 with cylinder extended
Cuts @ 90 with cylinder retracted   Cuts @ 90 with cylinder retracted
Coupe @ 55 avec cylindre étendu Coupe @ 55 avec cylindre étendu
Coupe @ 90 avec cylindre fermé Coupe @ 90 avec cylindre fermé

Requires two remote outlets Requires two remote outlets
Category 1 & 2                                     Category 1                                       
Nécessite 2 sorties d'huile Nécessite 2 sorties d'huile
Catégorie 1 & 2 Catégorie 1

Pilot operated check valve to Pilot operated check valve to
prevent drift in working position             prevent drift in working position       
Valve de retenu qui empêche Valve de retenu qui empêche
le bras outil de redescendre le bras outil de redescendre

WALCO TOOL ARM
BRAS OUTIL WALCO
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