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LG Series
LOG GRAPPLES

LG320 Spring-Centered
Log Grapple
Thick or thin, the grapple’s tines fold together holding tight
anything from 3 inches to 48 inches in diameter.
• Category 1 3PH Mount
• Dimensions: 51" x 52" x 43"
• Weight: 350 lbs
• Boom Lift Capacity: 3000 lbs
• Rotator Rating: 6750 lbs
• 180° Lockable Spring Return
• Grapple Opening: 3" - 48"
• Grapple Cylinder Clamp Force: 9400 lbs
• Recommended: 20-60 HP
• Hydraulic Flow: 5-10 gpm
• Hydraulic Pressure: 3000 psi

LG420X Log Grapple
360° Hydraulic Grapple Rotation
• Standard Skid Steer Quick Attach
• Dimensions: 51” x 52” x 47”
• Weight: 588 lbs
• Boom Lift Capacity: 3000 lbs
• Rotator Rating: 6750 lbs
• 360° Continuous Hydraulic
• Grapple Opening: 3” - 48”
• Grapple Cylinder Clamp Force: 9400 lbs
• Recommended: 30-70 HP
• Hydraulic Flow: 5-10 gpm
• Hydraulic Pressure: 3000 psi

LG420 Spring-Centered
Log Grapple
• Standard Skid Steer Quick Attach
• Dimensions: 51” x 52” x 44”
• Weight: 560 lbs
• Boom Lift Capacity: 3000 lbs
• Rotator Rating: 6750 lbs
• 180° Lockable Spring Return
• Grapple Opening: 3” - 48”
• Grapple Cylinder Clamp Force: 9400 lbs
• Recommended: 30-70 HP
• Hydraulic Flow: 5-10 gpm
• Hydraulic Pressure: 3000 psi


