
HDS 2.0/10 Ed Cage
Karcher Liberty hot water pressure washer roll cage models allow for rugged mobility where 

commercial cleaning power is required.
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Technical DaTa anD equipmenT

HDS 2.0/10 Ed Cage

Technical data
Water Volume GPM 2

Operating pressure PSI 1000

Connected load A 15

Power rating hp 1,5

Weight lbs 480

Dimensions (L x W x H) in 39 × 27 × 44

Power supply Ph / V / Hz 1 / 120 / 60

Equipment
Anti-twist system (AVS)  –

Pressure switch control  –

Switch-CHEM-System  –
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Order no. ID Length RRP Description

Standard with unions on both sides

High-pressure hose packaged 1 6.391-342.0 ID 8 315 bar 10 m 
High-pressure hose, 30 m DN 8, 
including rotary coupling

2 6.390-293.0 ID 8 315 bar 30 m 

Longlife 400 with unions on both sides

High pressure hose DN 6, 10 m, 
drehbar,l

3 6.391-883.0 ID 6 400 bar 10 m 

High-pressure hose packaged 4 6.391-354.0 ID 8 400 bar 10 m 
High-pressure hose Longlife 400, 
30 m DN 8, including rotary coup-
ling

5 6.390-294.0 ID 8 400 bar 30 m


Longlife food design with screw connections at both ends

High pressure hose food DN 8 / 10 
m

6 6.391-864.0 ID 8 400 bar 10 m 

High-pressure hose food industry 
400 bar, 20 m, DN 8, including 
rotary coupling

7 6.391-887.0 ID 8 400 bar 20 m


  Available accessories.       Extension hose.     
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Order no. Length RRP Description

Hose reels

HOSE REEL KIT,100' E-ZEE (HOSE 
NOT INCL)

1 9.801-024.0 

KIT,HOSE REEL 100'PIVOT(HSE 
NOT INCLDED)

2 9.804-570.0 

  Available accessories.       Extension hose.     


